Our Products 


http: //cyber dyneinc sc. com/3 products. aspx 




Home Our Services Our Products Contact Us Current Press Release About Our Founder Site Map Our Projects Our History About Ukraine 


Signature Patent Pending Products Annoucements 


Cl TO® Router 


8300 MILE CLOSED FIBER OPTIC BACKBONE 

Cl TO ® 124.6GbPS ® via a patent pending electronic device with 80.29PiB storage 
and 676 processors. 

Final process for construction requirements are nearing completion. 

Current Computer routing and switching devices interface the internet or other computers 
via physical ports (I/O) ( input /output) these devices use fiber or copper with different 
types of connectors ie RJ ll(telephone line) RJ 45,(Ethernet) RG-58, RG-59, RG-6, RG-ll(tv 
cable) or using FC, FDDI, LC, MT Array ,SC , SC Duplex, ST (fiber-optic) other popular 
connections include USB and RF (wireless) 

Data as signals are sent as I/O to a Computer via the given physical ports and are 
processed by the computer via what is known as virtual ports (or channels for 
management assembly reconstruction and assignment of location. A typical computer has 
65000+ virtual ports. Currently a typical computer, will use between 3-and 100 virtual 
ports to manage all send and receive instructions and or data. The speed range of this configuration allows for a range of speeds from 56kbps -to 9.9 GBps. 

The CITO Router is a device designed to enhance and increase the speed and integrity of all current connections and reduce the latency times by as much as 
99.9% . This is accomplished by hardwiring all 65000+ virtual ports in a computer as direct pass thru using a voltage controlled oscillator and a 360 degree 
phase shift oscillator which acts as an (amplifier) to enhance and manage the signal quality of all 10 the device contains a spherical timing gate with 
interconnectivity via physical bank of switches and remote operation via e prom and web-enabled software required to manages all physical and virtual port 
assignments and data state as Input or output (send /receive) 

This device contains all known existing physical I/O connectors the router contains all necessary PCB(printed circuit boards) to complete pathing, monitoring 
and routing of data type assignments, encryption and compression. The device has internal and external storage and logging of historical use including, 
date/time stamp, data type ID, origin, owner, creation and destination, the device has a local physical, power by pass and gain control that allows the end 
user of a wired or wireless service to push a single button to increase decrease or stop all signal flow from the device. ( IE— on/off- HI/Low Power) the device 
allows for remote disabling of all local control of the device . 

The voltage and frequencies are fully tunable and assignable during both pre-order and post -delivery the initial default settings are to be determined 
depending on what region of the world the device is deployed this feature insures compliance with governmental regulations. A Typical example of speed 
increases are a 56k connection becomes a 728k connection a further example 3mbps connection becomes a 39Mbps. 



RTAPT® (REAL-TIME ACTIVE PASSIVE TRACK!NG SENSOR) A patent pending multi-phased multi-channel multi- frequency senor arrays which combine 13 
signals as vector data. 


RTAPMAP® software : A patent pending MULTI-PLATFORM WEB ENABLED 3D BROWSER/OS with a user programmable "Google® earth" style interface 
combined with a 3D first person navigational interface. 

This product accepts and processes live data from the RTAPT sensors for use in both wired and wireless applications. This application is currently in Beta and is being tested for final release. 


COBRA® 

A Multifunctional cardiovascular injection device (patent pending) 

(This product is owned by Tengiz Tkebuchava, MD, PhD,) 

We are providing funding under agreements as required to expand completion of the business case and use of this product.) 


EZ- AUDIT® 

A device that allows for the elimination of a need for human participation in the daily audit requirements of the entire Hotel/Motel I ndustry 


CONSTANS® 

A device that eliminates all dropped calls in both wired and wireless communications. 


EMENDO ® 

A device that eliminates all known errors in GPS technology. 
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